


Product Range

Product Code PU | Material No.

IRD-82x40 100 1756711

Products to combine with

Product Code Description

TS-T25-6,0 Carbon steel fastener for timber and concrete @E i s

Subs‘trates AAAAAAAAAA RS S ESE S

TPR-L-6,3 Peel Rivet for critical substrates. . ,7;‘\
) W,

TI-T25-6,3 Carbon steel fastener for concrete deck. POV L

TI-S-T25-6,3 Stainless steel fastener for concrete deck. - TV PP L,

BS-6,1 Carbon steel fastener for steel and timber decks.

BS-S-6,1 Stainless steel fastener for steel and timber decks.

All information is non-binding and without guarantee. Before using the products, all specifications and

calculations must be checked by a suitably qualified person and local regulations must be observed. This

document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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IW-82x40

82

40 1.0 H

Application
Stress plate for waterproof membrane securement.
For seam fastening application, on hard substrates.
Product Information Approvals/Assessments
Material: Carbon steel, zinc plated
c € Verified
. . . . 23 EP

Corrosion protection: Resistance 15 cycles Kesternich test ETA-23/0859

according to

e EAD 030351-00-0402, A2.4

e FM Approval Standard 4470 Declaration of Performance (DoP)

All information is non-binding and without guarantee. Before using the products, all specifications and .
calculations must be checked by a suitably qualified person and local regulations must be observed. This All measures in mm
document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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Product Range

Product Code

PU | Material No.
IW-82x40

100 920999

Products to combine with

Product Code Description
IWF-5,2 Carbon steel fastener for timber substrates. S 7
IW-S-5,0 Stainless steel fastener for timber substrates. N

P AAAAaanaanaiaaas

All information is non-binding and without guarantee. Before using the products, all specifications and
calculations must be checked by a suitably qualified person and local regulations must be observed. This

All measures in mm
document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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Flat Roofing
Tools and Accessories

A REERE

&«
Bits and Accessories > Drill Bits > isoweld® 3000 >
Page 162 Page 164 isoweld® system uses induction

technology to weld single ply membrane
to dedicated stress plates
Page 168

¢
)
\

-
e

isoweld®-B >

isoweld®-B, a battery-powered welding
system, delivering mains-equivalent
performance with greater mobility and
ease of use on site.

Page 170

Purchase
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Bits and accessories

P

Product code Description Head drive Lmm| PU| Mat. No.
T25-32-M6 Insert bit with T25 drive T25 32 1| 1822294 ‘Em
T25-32-M6-RING Insert bit with T25 drive and ring to 1712465
hold sleeves RP48n, RP50n, RP75n Qﬂm
onto bit
AJ-M6 Bit for height adjustment of sleeve in - - 1812296
combination with fasteners ‘!m
E320-25-M6 Connecting piece between E320 " 25 1658456 —
socket and drive bar (W
E320-%4"-25 Socket for fasteners with HEX 8 HEX8 675725

head, for IF240-B and for manual ﬁ

fastener installation

ZA%"-M6-300 Drive bar for installation of fastener M6 300 1379406
ZA%"-M6-750 and sleeve, length 300 mm and 750 1379407
750 mm
ZA%"-MB6-EXT100 | Drive bar extension, length 100 mm 100 1368677
ZH-11-RING Adapter to hold sleeve RP48n, - - 1117561
RP50n and RP75n onto drive bar =
ZH-12-RING Adapter to hold sleeve FI-R-20n and - - 1614178
TPA50nN onto drive bar
ZA%'-DL Depth locator for ZA%'-M6 drive bar M6 - 1694724 N
e~

All information is non-binding and without guarantee. Before using the products, all specifications and .
calculations must be checked by a suitably qualified person and local regulations must be observed. This All measures in mm
document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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Product code Description Head drive Lwm| PU| Mat. No.
E380-%"-34 Socket for fastener with HEX 8 head, HEX8 34 1 8018 “
for manual fastener installation
ZA-Y%"-50 Drive bar for socket, for manual %" 50 7645
fastener installation h
T25-25-HEX%" Insert bit with T25 drive and HEX T25 25 1337940
shaft 10 24008 =B
H2-25-HEX%" Insert bit with H2 drive and HEX H2 1 25370
Shaft q
72-25-HEX%" Insert bit with Z2 drive and HEX 72 7658 B
shaft
Bit holder ZA%" Bit holder for bits with HEX shaft %" 58 1162306 “
BSA500 Installation tool for adjustable M6 500 165674627 -

fastening system with fastener
BSA-N-4,8 and sleeve FI-R-20

All information is non-binding and without guarantee. Before using the products, all specifications and
calculations must be checked by a suitably qualified person and local regulations must be observed. This

document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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Drill bits

SDS drill bits ————al
Product Code Description Lom WL mm PU | Material No.
SDS-5%110/50-SP SDS drill bit 110 50 1 1407968
SDS-5x160/100-SP 160 | 100 1407969
SDS-5x210/150-SP 210 150 1407970
SDS-5%x260/200-SP 260 | 200 1408062
SDS-5x310/250-SP 310| 250 1408067
SDS-5x360/300-SP 360 | 300 1408063
SDS-5x450/390-SP 450 | 390 1407967
SDS-5,2x160/100-SP SDS drill bit 160 | 100 1 1407980
SDS-5,2x210/150-SP 210| 150 1407981
SDS-5,2x260/200-SP 260 | 200 1407982
SDS-5,2x310/250-SP 310| 250 1407983
SDS-5,2x360/300-SP 360 | 300 1407984
HSS drill bits SEDEDE——
Product Code Description L rm PU | Material No.
HSS-7,0x156/102 HSS drill bit 156 5 845634
HSS-7,0x225/155 225 1 845635
HSS-7,0x290/200 290 845636

All information is non-binding and without guarantee. Before using the products, all specifications and
calculations must be checked by a suitably qualified person and local regulations must be observed. This

document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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ZVK drill bits e ———
Product Code Description L mm PU | Material No.
ZVK-5,0x55x115 Conus drill bit for combination with 115 1 1466130
ZVK-5,0x100x160 ZAK drill extension 160 1466141
ZVK-5,2x100%x160 160 1626134
ZVK-14-5,0x100%x135 Conus drill bit for combination with 135 1466150

ZAK-14 drill extension, with 14mm

outer diameter, for specified

termination bars

ZVK-STOP drill bits e ————

Product Code Description L mm PU | Material No.
ZVK-5,0x25x90-STOP Conus drill bit with stop function for 90 1 1466124
ZVK-5,0x35x100-STOP combination with ZAK drill extension 100 1466126
ZVK-5,0x45x110-STOP 110 1466125
ZVK-5,0x55%x120-STOP 120 1466128
ZVK-5,2x25x90-STOP 90 1466153
ZVK-5,2x35x100-STOP 100 1466151
ZVK-5,2x45%x110-STOP 110 1466147
ZVK-5,2x100x165-STOP 165 1466145
ZVK-14-5,0x45x80-STOP Conus drill bit with stop function for 80 1466148

combination with ZAK-14 drill exten-

sion, with 14 mm outer diameter, for

specified termination bars
ZVK-14-5,0x100x135 Must be used with ZAK-15-500 135 1466150
ZAK drill extensions ==
Product Code Description L rm PU | Material No.
ZAK-500 Drill extension for ZVK conus drill 500 1 9522939

bits, length 500, 750 and 1000mm
ZAK-750 750 9522940
ZAK-1000 1000 1273724
ZAK-14-500 Drill extension for ZVK-14 conus drill 500 1316641

bits, with 14 mm outer diameter, for

specified termination bars, length

500mm

All information is non-binding and without guarantee. Before using the products, all specifications and .
calculations must be checked by a suitably qualified person and local regulations must be observed. This All measures in mm
document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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isoweld®3000

Technical data

Working temperature range

-5-50°C

Power specifcations

110/230 V, 1500 W, 50/60 Hz

Dimensions case LxWxH

820%x580x460 mm

Weight tool 18,5 kg
Weight total, as delivered 38 kg

Application Scope of delivery

User-friendly and ergonomic stand-up induction welding tool for 1x isoweld®3000 tool with country specific power cord

use with the isoweld® field fastening system for induction 1x Multi-lingual installation and operating instructions

welding of PVC, TPO/FPO and EPDM based waterproofing 1x FI-C-10,0 Calibration Template

membranes to the FI-P stress plate. 1x FI-SUCTION CUP

Integrated safety and security features, such as search and 1x FI-PROTECTIVE FOIL

control functions, temperature and power compensation, quick 1x Transportation case

and simple calibration process, facilitating proper and correct

welds.

Available for hire from SFS.

Product Range

Product Code Description PU Material No.

ISOWELD3000-COMPL-UK Complete isoweld®3000 tool with country specific 1358171

power cable with plug type IEC 60309 (4H)

All information is non-binding and without guarantee. Before using the products, all specifications and
calculations must be checked by a suitably qualified person and local regulations must be observed. This
document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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Accessories
Product code Description PU| Mat. No.
FI-H Hand inductor, with flexible 6 m cable, for use in 1 1345222
narrow and tight roof spaces and on verticals, used in
combination with isoweld®3000 and isoweld®3000m %
induction welding tools
FI-MAGNET SET Set of 10 magnetic heatsink for use with the isoweld® 1330067
field fastening system. Positioned on the waterpro-
ofing membrane over the FI-P stress plate to apply
pressure and to disipate heat. Extension rods included
for working in an up-right position
11111
FI-C-10,0 Calibration template for the isoweld®3000 and 1522457
isoweld®3000m induction welding tools
FI-PROTECTIVE FOIL Replacable adhesive foil for protecting the underside 1350609
of the isoweld® inductor
FI-SUCTION CUP Suction cup for conducting weld tests 1386375

All information is non-binding and without guarantee. Before using the products, all specifications and .
calculations must be checked by a suitably qualified person and local regulations must be observed. This All measures in mm
document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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isoweld®-B

Application

Technical data

o= Working temperature range 0-40°C
Power specifications 3x43.2 'V, 5,000 Ah, 648 Wh

lithium-ion battery

Dimensions case Lx\WxH 1,050x535x570mm

—_— Weight tool 22kg
= Weight total, as delivered 60kg
Welds per charge (average) approx. 350

Charging time (average)

approx. 1 hour

Features and Benefits

overlaps

Daily weld counter

Scope of Delivery

e |ncreased reliability through use of battery power

e Forced calibration ensures that welding parameters have been
optimised for the roof build-up

e Automatic weld ensures that the tool is always positioned

properly before the welding process begins

x2 function for welding stress plates under membrane

e 30-minute stand-by timer reduces battery consumption

User-friendly and ergonomic battery powered stand-up induction
welding tool for use with the isoweld® field fastening system.
Attachment of PVC, TPO/FPO and EPDM waterproofing
membranes to FI-P stress plates.

Integrated safety and security features, such as search and
control functions, temperature and power compensation. Quick
and simple calibration process, facilitating proper and correct

welds.

Available for hire from SFS.

cable sold separately)

1x FI-SUCTION CUP

1x FI-PROTECTIVE FOIL
1x Transportation case
1x Hand Welder

1x ®-B tool (battery, battery charger and country specific mains

1x Multi-lingual installation and operating instructions
1x FI-C-10,0 Calibration template

Product Range
Product Code Description PU Material No.
ISOWELD-B isoweld®-B induction welding tool (excludes batteries, 1 1710632

battery charger and mains cable)

All information is non-binding and without guarantee. Before using the products, all specifications and
calculations must be checked by a suitably qualified person and local regulations must be observed. This
document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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Accessories
Product Code Description PU Material No.
FI-H Hand inductor, with flexible 6m cable, for use in 1 1345222
narrow and tight roofing spaces and on parapet wall
details. Used in combination with all isoweld®
induction welding tools.
FI-MAGNET SET | Set of 10 magnets for use with the isoweld® field 1330067
fastening system. Positioned on the waterproofing
membrane over the FI-P stress plate to apply pressure
and to dissipate heat. Extension handles included for
working in an up-right position.
11111
FI-C-10,0 Calibration template for the isoweld® induction welding 1522457
tools.
FI-PROTECTIVE Replaceable adhesive foil for protecting the underside 1350609
FOIL of the isoweld® inductor.
FI-SUCTION CUP | Suction cup for conducting weld tests 1386375 I
ISOWELD Rechargeable lithium-ion battery for use with 1640718 \ —
BATTERY isoweld®-B and isoweld®-B Mobile tools ® - - &
isoweld®
ISOWELD Quick charge device for isoweld® batteries 1710470
BATTERY
CHARGER
ISOWELD UK-specific mains cable with plug type IEC 60309 (4H) 1710746
CHARGER
MAINS
CABLE-UK

All information is non-binding and without guarantee. Before using the products, all specifications and .
calculations must be checked by a suitably qualified person and local regulations must be observed. This All measures in mm
document is subject to revision. We reserve the right to make technical changes. 05/2026 V1.
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Fall Protection
Systems

SFS has been providing industry-leading fall protection systems for
over 15 years, specialising in solutions tailored for flat and metal
roofing, as well as vertical and overhead applications.

Leveraging extensive expertise in construction fixings and
fastening technology, our systems ensure structural integrity,
thermal efficiency, and the preservation of waterproofing
warranties from leading OEM manufacturers.

Constructed from high-grade stainless steels, our fall protection
solutions are engineered to align with the operational lifespan of
the structures they serve. They facilitate safe access for
maintenance personnel within designated work zones and
support multiple users simultaneously, incorporating advanced
load-limiting technology to mitigate the forces exerted during a
fall—thereby protecting both personnel and the structure.

Drawing on nearly a century of construction industry experience,
SFS is recognized globally as a leader in fastening solutions for
roofing, cladding, and fagcades. With a presence in over 35
countries and a workforce of 13,700 employees, SFS delivers
bespoke, high-quality fastening solutions and fall protection
systems partnering closely with clients to enhance the safety
and longevity of building projects worldwide.

Find out
more...
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SFS Group Fastening Technology Ltd
153 Kirkstall Road

Leeds LS4 2AT
ukenquiries@sfs.com

uk.sfs.com

All information is non-binding and without guarantee. Before using the products, all specifications and calculations must
be checked by a suitably qualified person and local regulations must be observed. This document is subject to revision. We
reserve the right to make technical changes. 05/2026 V1.
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